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WATER TITE NO.1~

(Integral Waterproofing Powder)

Water Tite No.1 is a chloride free powder, which seals the capillary pores of concrete and
cement mortars, thereby blocking water seepages. It is water insoluble and therefore
becomes a permanent constituent of hardened concrete. It also increases workability.

SPECIFICATION: Conformsto|S2645-1975

WHERE TO USE: Water Tite No. 1 can be used in all cement works like RCC, slabs,
plasteretc.

HOW TO USE: Mix sand and cement as required (ratio of 0.45 for best result). Add Water
Tite No.1 powder and remix. Add stone aggregates for concrete and remix. Add water and
mix thoroughly to obtain cohesive mix of concrete.
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ADVANTAGES:

* Can be used for concrete as well as mortars.

* Only Water Tite No.1 has an active chemical that waterproofs cement effectively. Does
not contain lime stone powder.

* Mixes uniformly and thoroughly with cement to make it cohesive and waterproof.

* Economical- A small quantity is enough to make concrete mortar waterproof.

* Packed in durable pouches- No pilferage like other waterproofing powder.

* Uses worldwide proven formula.
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PRECAUTION: Mix Water Tite No.1 powder in pre-measured cement/sand ratio, then
mix it properly before adding water for best result.

DOSAGE: 1 packet of 1kg for 50kg bag of cement mix.

STORAGE: Store in cool & dry place, away from direct sunlight.

SHELF LIFE: PACKAGING:

24 months from the date of manufacture. | 1kg pouch, 25 pouches master bag, 25

kg bulk pack.

Corporate Office:
601, Corporate Arena, Off. Aarey Piramal Cross Rd., Goregaon (W), Mumbai - 400104
Tel: 022-46038393 Email: | info@aquaproofindia.com | Website: www.aquaproofindia.com



