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AQUAPROF

is a single pack highly effective general purpose paint
and varnish remover. It is formulated for interior and exterior use on painted
surfaces. It is composed of selected solvent blend incorporated with suitable
ingredients.

It can be used on any old painted surfaces.

Apply a generous coating of Aquaproof Paint Remover with a soft
brush. Allow time for penetration of Aquaproof Paint Remover in the paint film.
Normally 10-15 minutes are enough but for two pack and stoving products, an
interval of 30 minutes may be required. When the painted film will become a
blistered or wrinkled in appearance, then strip off the softened film with scraper and
wash with water. Where several coats exists then it may be necessary to repeat the
process. After removal of old paint film, the surface should be thoroughly washed
with water. Take care to clean the Paint Remover from any hidden area, edges,
corners, nuts, bolts, mouldings, etc.

|t can be used to remove all kinds of paint coating.
|tis economical in use to remove paint.

|tis eco-friendly in use.

|tis easy to apply and you can do-it-yourself.

Store in normal & dry condition.

Avoid contact with the skin and eyes. Wear suitable protective
equipments such as goggles, face mask and gloves. Ensure good ventilation during
application. Do not breathe vapours or spray. It is flammable. Keep away from
sources ofignition/fire.
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SHELF LIFE: PACKAGING:

1 year from the date of manufacture. | 1Ltrcan (12 cansin master carton).

Corporate Office:
601, Corporate Arena, Off. Aarey Piramal Cross Rd., Goregaon (W), Mumbai - 400104
Tel: 022-46038393 Email: | info@aquaproofindia.com | Website: www.aquaproofindia.com



