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Quality Building Material Solutions

interior & exterior emulsion is an acrylic emulsion paint that offers
excellent smoothness to touch and elegant, rich finish for interior wall surfaces.

Aquaproof Hallmark emulsion is an interior & exterior wall finish that
can be applied on all types of smooth plasters, false ceiling, asbestos sheets, concrete
etc.

All surfaces to be painted should be clean, dry and free
from loose and flaking material. Prime bare surfaces with the Aquaproof Primer. Rub
down previously painted surfaces vigorously & rinse thoroughly.

Stir well before use. Dilute Aquaproof Hallmark
Emulsion with 40-50% of clean potable water and apply 2 coats on prepared masonry
surfaces by brush orroller.

Itis very durable.

Itis very economical.

It provides the finish and durability of emulsion at a low price.
It produces awashable surface.

Itis resistant to fading and yellowing.

Approx 90-100 sq.ft. is covered per litre per 2 coats depending upon
the nature and porosity of the surface.

White base only.

Store in a normal & dry condition with tightly closed container.
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Quality Building Material Solutions

PRECAUTIONS: Stir well before use. Ensure good ventilation during application and
drying. Avoid contact with skin & eyes. In case of contact with eyes, rinse immediately with
plenty of water and seek medical advice. Use protective equipment like rubber/polythene
gloves, safety goggles, face mask while handling the paint. This is required for all paints.
Tinted paints need thorough mixing immediately after tinter addition as well as before use.

SHELF LIFE: PACKAGING:

It is available in 1, 4, 10 & 20Ltr plastic
container.

2 years from date of manufacture.
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